SENSCREEN

1% 3% 5%

Our Senscreen fabrics provide a comfortable, energy efficient environment that blocks up
to 95% of UV rays while maintaining natural sunlight and allowing an outdoor view. The
perfect and simple solution for controlling heat and glare in any given room.

SPECIFICATIONS

¢ Management Quality System: v/

¢ Product Type: 1%, 3%, 5% Screen 1ISO 9001

* Applications: Roller Shades, Panel Blinds ¢ Environmental Management System: v/ WHITE 2073 WHITE+BEIGE 2002
e Width: 118 inches I1SO 14001

¢ Standard Roll Length: 32.8 yards ¢ Cutting: Ultrasonic recommended,

¢ Fire Retardant: NFPA 701-2010 Small Scale Test Crush, Cold, Rotary Blade

¢ Composition: 30% Polyester/70% PVC ¢ Welding/Bonding Tape: No

¢ Weave: 2x2 Basketweave ¢ Railroading: Subject to testing

¢ Color Fastness to Light: 8, Tested to ISO 105:B02 ¢ Warranty: 5 years

¢ Openness Factor

1%

3%

5%

¢ Yarn Count

Warp 62/inch + 5%

Warp 53/inch + 5%

Warp 44/inch + 5%

WHITE+GREY 2003 BEIGE+GREY 2005

ISO 7211/2 Weft 40/inch + 5% Weft 41/inch + 5% Weft 44/inch + 5%
¢ Weight 14.16 oz/yd* + 5% 13.57 oz/yd* + 5% 12.68 oz/yd* + 5%
ISO 2286-2
¢ Thickness 0.67mm * 5% 0.59mm + 5% 0.53mm + 5%
ISO 2286-3
e Breaking Strength  Warp 192 daN/5cm Warp 177 daN/5cm Warp 157 daN/5cm
ISO 1421 Weft 138 daN/5cm Weft 136 daN/5cm Weft 142 daN/5cm
e Tear Strength Warp 7.8 daN Warp 7.7 daN Warp 7.3 daN
ISO 4674 Weft 4.5 daN Weft 5.1 daN Weft 6.0 daN GREY 2006 BLACK+GREY 2007

¢ Care & Cleaning Instructions: Dust can be removed from the fabric by vacuum cleaning or soft
duster. Light stains can be removed by gently wiping with a damp cloth or sponge. Do not use
detergents, solvents, or scrub against the fabric because it will damage the coating of the fabric.
Allow fabric to air dry completely before rolling it back up.

e Color variances may occur between fabric production batches. These
variances are within industry tolerances, kindly check fabric prior to
cutting.

BLACK+COPPER 2008A BLACK 2009
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SOLAR OPTICAL PROPERTIES (ZERO DEG PROFILE ANGLE)

o Solar Visual Ultraviolet SHGC (Glazing + Shade) or GTOT
1 /o Transmittance Reflectance Absorptance Transmittance Transmittance 3mm 6mm 6mm
Fabric Color Name Rs As Tuv Clear Clear Heat Absorbing

1% Senscreen |White 24 62 14 21 1 0.33 0.33 0.30
1% Senscreen |White+Beige 12 67 20 8 0 0.27 0.27 0.27
1% Senscreen |White+Grey 7 59 34 4 0 0.32 0.31 0.29
1% Senscreen |Beige+Grey 9 45 46 5 0 0.40 0.39 0.33
1% Senscreen |Grey 4 32 64 1 0 0.48 0.46 0.36
1% Senscreen |Black+Grey 0 10 90 0 0 0.60 0.57 0.42
1% Senscreen |Black+Copper 0 6 94 (] 0 0.63 0.59 0.43
1% Senscreen |Black 0 4 96 0 0 0.63 0.60 0.44

o Solar Visual Ultraviolet SHGC (Glazing + Shade) or GTOT
3 /o Transmittance Reflectance Absorptance Transmittance Transmittance 3mm 6mm 6mm
Fabric Color Name Ts Rs As Tuv Clear Clear Heat Absorbing

3% Senscreen |White 28 61 10 26 5 0.35 0.34 0.31
3% Senscreen |White+Beige 16 65 19 12 2 0.30 0.30 0.28
3% Senscreen |White+Grey 11 54 35 7 3 0.36 0.35 0.31
3% Senscreen |Beige+Grey 11 44 45 7 2 0.42 0.41 0.34
3% Senscreen |Grey 5 32 63 3 2 0.48 0.46 0.36
3% Senscreen |Black+Grey 3 11 85 3 3 0.60 0.56 0.42
3% Senscreen |Black+Copper 1 6 92 1 1 0.63 0.59 043
3% Senscreen |Black 3 4 93 3 3 0.64 0.60 0.44

o Solar Visual Ultraviolet SHGC (Glazing + Shade) or GTOT
5 /o Transmittance Reflectance Absorptance Transmittance Transmittance 3mm 6mm 6mm
Color Name Ts Rs As Tv Tuv Clear Clear Heat Absorbing

5% Senscreen |White 30 60 10 27 8 0.36 0.36 0.31
5% Senscreen |White+Beige 19 54 27 17 5 0.37 0.37 0.31
5% Senscreen |White+Grey 12 43 45 11 5 0.43 041 0.34
5% Senscreen |Beige+Grey 13 35 52 12 5 0.48 046 0.37
5% Senscreen |Grey 8 27 65 8 4 0.51 0.49 0.38
5% Senscreen |Black+Grey 5 13 82 7 5 0.59 0.56 0.42
5% Senscreen |Black+Copper 6 7 87 9 5 0.63 0.59 0.43
5% Senscreen |Black 5 4 91 8 5 0.64 0.61 0.44
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